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SIMPLYFRESH
The 5-tray blast chiller and deep-freezer,  

easy to use and perfect for the catering sector.

The Irinox rapid blast chiller cools quickly to +3°C and deep freezes 
food at -18°C at the core, even hot ones just removed from the 
oven. The operating principle of a blast chiller is to extract the 
heat from the food in the shortest possible time. SimplyFresh 
guarantees ultra-rapid cooling and freezing and preserves the 
fragrance, consistency, colours and all food nutritional properties, 
fixing its quality and freshness longer over time.

Yield
Fast blast chilling (+90°C/+3°C)	 kg 18

Fast freezing (+90°C/-18°C)	 kg 18

*Tests carried out in compliance with the Irinox procedure using 
5-cm thick beef.

Capacity
Number of trays: 11 x GN1/1 (H20 mm)

Number of trays: 5 x GN1/1 (H40 mm)

Number of trays: 4 x GN1/1 (H65 mm)

Optional
	- 4 wheels, 2 of which with brake.
	- Pair of additional GN1/1 guides.
	- Door opening on the right (hinges on the right).
	- Cell shipped without refrigerant gas refill.
	- 20 mm thick stainless steel plinth.
	- WI-FI module for FreshCloud® connectivity.

Product warranty
	- 2 years from the date of installation, subject to forwarding of the 

installation report, on parts.

Operation
	- SimplyFresh has 2 cooling cycles. DELICATE +3°C: suitable for 

the most delicate products such as fish, rice, vegetables and 
more generally food of reduced thickness and with a high water 
content. STRONG + 3°C: ideal for fat, very dense, large-sized or 
packaged products, such as meats, soups, sauces.

	- SimplyFresh has 2 freezing cycles. DELICATE -18°C, works in two 
phases, one at positive temperature and the other at negative 
temperature; STRONG -18°C: quickly freezes medium-large 
products down to -18°C at the core, with an air temperature that 
can reach -35°C.

	- The NON-STOP cycles continuously cool to +3°C or freeze to 
-18°C quantities of food that are prepared and placed in the 
blast chiller in succession. Set a notification when the chosen 
temperature or cycle time is reached.

	- The DEFROST cycle removes ice and excess condensation. It has 
an adjustable duration of 30 minutes and must be run at the 
end of the day or after intensive use with a high number of door 
openings.

	- SimplyFresh allows to change and save the cycle parameters 
(temperature and time), creating a personal cycle library.

	- Automatic recognition of manual work mode (timed) or automatic 
mode (with probe).

Standard construction details
	- Door opening on the left with hinges on the left.
	- Automatic door closure with pivot hinge.
	- Reversible door.
	- Equipped with 5-chamber gasket designed for high and low 

temperatures.
	- Core probe with one reading point.
	- IRINOX BALANCE SYSTEM®: is the design system created by 

Irinox, applied to the whole range of blast chillers. Compressor, 
condenser, evaporator and ventilation are balanced to interact 
perfectly with each other. The goal of “Irinox Balance System” 
is to always guarantee the freshness and original quality of the 
product.

	- Condenser: designed by Irinox, it guarantees the performance 
declared in Climate Class 5.

	- Evaporator: designed by Irinox, protected from the corrosive 
action of food with a cataphoresis treatment.

	- Ventilation: use of high efficiency one-speed fans.
	- Compressor: high efficiency and performance.

	- 304 stainless steel internal and external material.
	- Built-in air condensation.
	- R290 coolant gas.
	- Flexible tray capacity from 4 (GN1/1 H65mm) to 11 (GN1/1 H20mm).
	- 5 pairs of guides included.
	- 4 adjustable feet H 60 - 80 mm.
	- Maximum cleanliness and hygiene thanks to the rounded corners 

and components in the chamber.
	- 4.3" display with capacitive colour screen. With acoustic signal 

with adjustable intensity and fixed tone.
	- USB port for downloading HACCP reports.
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Headquarter: Via Caduti nei Lager 1  - 31015- Conegliano (TV) Italy
Productive Site: Viale Enrico Mattei, 20 - 31029 - Vittorio Veneto (TV) Italy
Tel. +39 0438 2020 | irinox@irinox.com | www.irinoxprofessional.com

ENERGY CONSUMPTION ACCORDING TO EN 17032
Voltage 230V-1N+PE 50Hz
Type of product Blast chiller / Blast freezer
Chilled full load capacity kg 15
Frozen full load capacity kg 15
Energy consumption Blast chilling cycle (STRONG  +3 °C) kWh/kg 0,075
Energy consumption Blast freezing cycle (STRONG  -18 °C) kWh/kg 0,224
Blast chilling cycle from/to  +65 °C / +10°C min 83
Blast freezing cycle from/to  +65 °C / -18°C min 270

TECHNICAL SPECIFICATIONS
Power supply - 220-240V 1N+PE 50Hz 220-230V 1N+PE 60Hz
Maximum operating power consumption W 1005 1071
Power consumption A 5.2 5.4
Main power cable mm² 3G1.5 3G1.5
Cooling capacity (-10°C/+40°C) W 1680 2016
Condensation capacity (-10°C/+40°C) W 2670 3204
Coolant type - R290 R290
Nominal coolant quantity kg gas 0.14 0.14
Minimum Air Flow m3/h 700 700
Maximum ambient air temperature °C 32 32
Cell dimensions (width x depth) mm 670x700x832 670x700x832
Cabinet weight kg 81 81

HEIGHT
a b

Standard feet mm 831 60 ÷ 80
Lowered feet option mm - -
Wheel options mm 858 87
Plinth options mm 792 20

AIR
FLOW

AIR
FLOW

Main power cable
Drain pipe (corrugated flexible hose Ø31mm)

Measurement in millimetres

Continuous product development may require changes to specifications without notice.

INSTALLATION
The blast chiller must be installed by following and complying with the contents of the specific installation manual
The content of the manual must be carefully followed to ensure correct operation and to protect the rights of the user based on the warranty.
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